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Standard Features

Quick & easy media cartridge loading

Automatic media loading—no user contact with the
media during loading or removal

300 dpi print resolution (12 dots/mm)

Prints at 2'/51 mm per second

Direct thermal printing of bar codes, text, and

.

.

Specifications at a Glance* Aﬁg@ﬂ@@ R@@g

Printer Specifications

Resolution

300 dpi/12 dots per mm

Memory

* 16 MB Std SDRAM memory (4 MB available to user)
¢ 8 MB Std Flash memory (2 MB available to user)

Networking Options

Ethernet—ZebraNet® 10/100 Internal Print Server
Factory installed only, offered in combination with
serial and USB interfaces

Wireless 802.11b/g

Factory installed only, offered in combination with
serial and USB interfaces. Advanced wireless

* 64 MB (58 MB user available) Flash memory
(Factory installed option)

Maximum print length

graphics
Dual-wall frame, impact resistant plastic

security—including WPA and WPA2

. ® ® H
ZPL . or ZPL II* programming language 29.0'/558 mm Agency Approvals
¢ 32 bit RISC processor M I h Emissions
. ; inimum print lengt
16 MB Std SDRAM memory (4 MB available to user) 3 (76 mm ) FCC Part 15, Subpart B, VCCI, C-Tick

8 MB Std Flash memory (2 MB available to user)
Zebra E®*™ Printhead Energy Control
Dual communications interface: Serial & USB

Emissions and Susceptibility
(CE): ENB5022 Class-B, and EN55024

3 media widths
0.75'719.05 mm, 1'/25.4 mm, 1.1875"/30.16 mm

* Odometer for print length tracking Print speed Safety
* llluminated Media Low/Media Out indicator 2'/51mm per second CB Scheme IEC 60950-1:2001, TUV NRTL
* Tool-less printhead and platen replacement Media sensors Power Supply

IEC 60601-1:1995

.

Unicode™ compliant for multi-language printing

XML-Enabled printing—allows XML communications
from information systems

Instant media calibration—no wasted media
16 resident expandable bitmap fonts

One resident scalable font

Standard tear-off mode feature

Head-up, Media low, and Media out sensors

.

Z-Band Comfort—Adhesive Closure

Part Number Size Color
Adult
White, 10010951-1K (Red), 10010951-2K (Blue),
10010951-7K (Yellow)
10011962K | 0.75" x 11"(19.06 mm x 279.4 mm) White
10011963K 1.1875"x 11" (30.16 mm x 279.4 mm) | White
Pediatric
10011954K I 1"x7"(25.4 mm x 177.8 mm) I White
Infant
10011953K 1"x 6" (25.4 mm x 1562.4 mm) | White
Soft Infant Z-Band Direct
| 10007746K | 1"x 7.6875" (26.4 mm x 195.3 mm) | White

Z-Band QuickClip™ Wristbands
Adult

*Specifications subject to change without notice.

©2010 ZIH Corp. All product names and numbers are Zebra
trademarks, and Zebra, the Zebra head graphic, Z-Band, ZPL, ZPL
Il and ZebraNet are registered trademarks of ZIH Corp. All rights
reserved. Unicode is a trademark of Unicode, Inc. All other trademarks
are the property of their respective owners.

10007000K | 1.1875" x 11" (30.16 mm x 279.4 mm) | Red, Blue, Yellow, Green, Pink, and Purple clips

Infant

10007003K 1"x 7"(256.4 mm x 177.8 mm) | Red, Blue, Yellow, Green, Pink, and Purple clips

4600g Technical Specifications

Operational Operating Temperature 0°C to 50°C (32°F to 122°F)
Light Source Visible Red LED 617 nm + 30 nm; Aiming: Visible Green LED 526 nm 30 nm SEETEIEE D 0G0 CIGAOIIOI SEIE)
P — o i Humidity 0% to 95% relative humidity, non-condensing
Host System Interfaces USB, TTL level RS232, Keyboard Wedge, IBM 46xx (RS485), Light Pen (Wand) Emulation Drop Designed to withstand 50 drops from 1.8 m (6)
= 9 Environmental Sealin, P41
Mechanical/Electrical -
Light Levels 100,000 Lux
Dimensions (LxWxH) 135 mm x 81 mm x 157 mm (5.3"x 3.2"x 6.2")
Weight 1849 (65 02) Scan Performance
Scan Pattern Area Image (VGA: 752 x 480)
i : 10 cm/s (4 in/s); 50 cm/s (20 in/s) with 13 mil UPC at optimal focus
Input Voltage 4.0-14VDC Motion Tolerance (4 in/s); (20 in/s) wif i pi U
o Scan Angle Horizontal: 42°; Vertical: 27°
Operating Power 1.9W (382mA @ 5V) b
Print Contrast 20% minimum reflectance difference
Standby Power 160 mW (53 mA @ 5V)
Pitch, Skew 40°, 40°

Class 2:5VDC @ 2.4 A
Class 1: IEC60825-1, EN60825-1
FCC Part 15, ICES-003, EN55022 Class A

®

DC Transformers

Laser/LED Safety Decode Capabilities

Reads standard 1D, stacked, 2D and postal symbologies; limited OCR font reading
Visit www.honeywell.com/aidc/symbologies for details.

Warranty 5 year factory warranty
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